
Specification Sheet 
 

Glue-Down Rubber Speed Bumps 
 

Description Dimensions Weight 
6’ Glue-Down Speed Bump 70” l x 14” w x 2.25” h 53 lbs 
10’ Glue-Down Speed Bump 124” l x 14” w x 2.25” h 100 lbs 
14.5’ Glue-Down Speed Bump 178” l x 14” w x 2.25” h 147 lbs 
19’ Glue-Down Speed Bump 232” l x 14” w x 2.25” h 194 lbs 
23.5’ Glue-Down Speed Bump 286” l x 14” w x 2.25” h 241 lbs 
4.5’ Glue-Down Speed Bump Section 54” l x 14” w x 2.25” h 47 lbs 
1 Glue-Down End Cap 8” l x 14” w x 2.25” h 3 lbs 
Steel Connecting Rod 23.5” l x .75” diameter .5 lbs 
Steel Plate (Speed Bump) 13.4” l x 8” w x .06” h 2 lbs 
Steel Plate (End Cap) 11” l x 3.9” w x .06” h 1 lbs 
Elevator Bolt 1.25” l x 1.5” w x 1.5” h 2 oz 
Lag nut .75” l x  .75” w x .25” h 1 oz 

 

 
Material 
Speed Bumps: Recycled Rubber with molded yellow rubber stripes 
End Caps: Recycled Rubber 
Mounting Hardware: Steel 
Connecting Rods: Steel 
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